¥

GENERAL NOTES
T
1. The location, size, depth and identification of existing services that may be shown or referred to on this
o ] drawing have been assessed from non intrusive observations , record drawings or the like. The contractor shall
Existing Adopted Foul Drainage safely carry out intrusive investigations, trial holes or soundings prior to commencing work to satisfy himself that
it is safe to proceed and that the assessments are accurate. any discrepancies shall be notified to Haworth McCall
e gy Existing Sewer prior to works commencing.
Phiviite Sibéin Draiiage 2. Tender or billing drawings shall not be used for construction or the ordering of materials.
PPCP 3. Do not scale. All dimensions and levels to be site confirmed.
@ - Storm Plastic Proprietary Catchpit Unit
SIC 4. This drawing shall be read in conjunction with all relevant architects, consultants drawings and specifications,
——— e Storm Plastic Inspection Chamber together with H&S plan requirements
5. Copyright : This drawing must not be copied, amended nor reproduced without the prior written agreement of
RP &— — Storm Water Rodding Point Hawo?t\';‘l i1cCal|. ng s a e 9
RWP 44— — — — Rain Water Pipe 6. All drawings specifications and recommendations made by Haworth McCall are subject to Local Authority and
other relevant Statutory Authorities approval. Any works or services made abortive due to the client proceeding
0 ) Channel Drain prior to these approvals is considered wholly at the Clients risk. Haworth McCall hold no responsibility for resulting
abortive works or costs.
Private Foul Drainage
FIC i i
[ ] Foul Plastic Inspection Chamber - D202.6 GENERAL NOTES
CAr
& k4 300mm  Foul Water Access Chamber 1. ALL ADOPTABLE HIGHWAY CONSTRUCTION WORKS SHALL BE CARRIED OUT TO THE STANDARD
LAID DOWN IN THE EAST SUSSEX COUNTY COUNCIL SPECIFICATIONS, WITH A VIEW TO
VP4 Soil and Vent Pipe ADOPTION UPON COMPLETION.
i ' FOUL WATER SEWER AS SHOWN IN 2. ALL ADOPTABLE SEWERS SHALL BE CONSTRUCTED TO THE STANDARDS LAID DOWN IN "SEWERS
BG I Bin Store Gully SOUTHERN WATER RECORDS. EXISTING '_ FOR ADOPTION" 7th EDITION, AND SOUTHERN WATER SPECIFICATIONS, WITH A VIEW TO
FW OFFSITE CONNECTION 1S SHOWN ' ADOPTION UPON COMPLETION.
e T P ——— GEOCELLULAR CRATE BELOW CAR PARK TO PROVIDE TO CONNECT INTO THIS SEWER
I I | | I I | | I ) NECESSARY ATTENUATION TO REDUCE RUNOFF RATES 3. BEFORE CONNECTIONS ARE MADE TO EXISTING DRAINAGE, IT'S LEVEL IS TO BE CHECKED AND
Modular Private Geocellular System PLAN AREA: 37.5%8m CONFIRMED AGAINST LEVELS SHOWN ON THIS DRAWING AND THIS OFFICE INFORMED OF ANY
[ T - DEPTH: 0.8m SIGNIFICANT DIFFERENCE.
CONMNECTION TO OFF-SITE SEWER TO BE : 3
MADE ONLY FOLLOWING APPROVAL STORAGE YOLIMe: Ses Tms
p et B e L S INVERT LEVEL: 5.8mAOD ACO LINK PIPE 4. ALL SEWERS WITH LESS THAN 1.2m OF COVER WHEN LAID BENEATH THE ROADS, OR 0.9m OF
Permeable pavement FROM APPROPRIATE SEWER AUTHORITY COVER LEVEL: 7.4mAOD TO PERMEABLE PAVING
COLLECTOR DRAIN

\Y
Hydrobrake Manhole oh
SWHB Q 00\,\3 B

3 COVER IN OTHER AREAS, SHALL BE PROTECTED WITH CONCRETE IN ACCORDANCE WITH EITHER
OF THE DETAILS SHOWN ON THE STANDARD DRAWING PROVIDED (FOR BEDDING TYPE
LOCATIONS, REFER TO SEWER SECTIONS).
5.  THE MINIMUM SIZE OF PIPE CONNECTING GULLIES TO THE DRAINAGE SYSTEM SHALL BE 150mm
- DIA. LAID AT A MINIMUM GRADIENT OF 1 IN 80.
\51(: _ 6. ALL SOAKAWAYS TO BE CONSTRUCTED TO THE MINIMUM DEPTHS SHOWN ON THIS DRAWING

EXISTING OFF-SITE SEWER EXISTING FOUL CONNECTION TO BE REUSED. (®)
/ CONNECTION TO BE SHOWN WITHIN CCTV SURVEY AS FWMH7 OR
Proposed Finished Levels REUSED. SHOWN WITHIN RECORDED AS 2.370M DEEP [ &
. - AND THOSE SHOWN ON THE "STANDARD CONSTRUCTION DRAWINGS".
8.300 CCTV SURVEY AS SWMH3 - =P — S\[\zgz S &
PERMEABLE PAVING AREA FOR OIL TREATMENT AN CL 8.070
A LT U PRMEGHLE RRARER %TSF;LCEEEJON SETP:]R,:G[E} IL6.756 8.100 7. IN ORDER TO MAINTAIN THE SATISFACTORY FUNCTIONING OF THE DRAINAGE SYSTEM, ALL
liter Drain E TP : [l "
5 NOMINAL 150mm PERMEABLE SUB BASE DEPTH 4525 558 600mm Dia ROAD AND YARD GULLIES ARE TO BE "TRAPPED".
T 7 XIS IR BTN : .
. - 2’];{;;‘,‘32“;& D"E'E %Eﬁhg?}mﬁgﬂgﬁ SEEE A 1.«%:4}';% ABTRA g’ o Oy s - 8. ALL NON ADOPTABLE LATERALS BENEATH THE HIGHWAY SHALL BE BACKFILLED WITH LEAN MIX
i i el 0 AR S S SAS IR P s \ DN Etk Lt CONCRETE UNLESS OTHERWISE AGREED WITH THE HIGHWAYS ENGINEER.
Lined permeable paving ' 7168 ‘g,:. g.;g;o,;, g 26'2% = b =
= 85 : INEHAN XA : i
SWOutflow L7.31 ' 7 ’ § ‘%" UL 9. THE DESIGN IS SUCH THAT WATER FROM PRIVATE AREAS DOES NOT SHED TO ADOPTABLE
CL7.200 L5.92¢ $52 r‘? KA ‘ AREAS AND VICA VERSA.
- TIL4.920 500mmDIA F 57575 RS R S A S ST ‘ “ CL8.070 :
= Overland Exceedance flow _ A i 727052 %2 ,-" 2 é*,'gx;;gx é ‘ ‘-‘ “ et : 10. ALL PRIVATE SEWERS ARE TO BE 100mm DIA. UNLESS OTHERWISE STATED. THE PRIVATE
o = 2252500 4)‘4:"/ /! /"f‘ ‘ ‘ ‘ 600mm Dia v The QUOiI'l Estate DRAINAGE DESIGN ON THE PLAN HAS BEEN BASED ON THE PRINCIPLES OF A uPVC SYSTEM. IT
.- > v “‘ : : li CAN BE ADAPTED TO SUIT A STONEWARE SYSTEM BUT REFERENCE SHOULD BE MADE TO THIS
-7 ‘ £ SW16 ‘ OFFICE BEFORE AMENDMENTS ARE MADE.
P i SWHBMH CL 8,070 =

s IL6.538
HYDROBRAKE PROPOSED IN ORDER TO REDUCE C¥-200 X i 11. ALL PRIVATE DRAINAGE TO BE IN ACCORDANCE WITH THE BUILDING REGULATIONS APPROVED
- RUNOFF RATES FROM THE SITE. RATE TO BE 500 72 242 57 . colodin == . 7 (e 500mmDIA DOCUMENT "H" BRITISH STANDARD 8301, AND TO THE SATISFACTION OF THE BUILDING
- : N\ 1200mmDia 7.0 4 \ . N, (1 sS85 PPt : C AU CONTROL SECTION.
- HBA:LE:EE u[r; LO $H5E Fioz ALL Ey\;ngsdup e I \ 538, > ALK e =% - Z0 _
- | IN 1 {5 LAAD7E ¥ ha? '
G % - HoEr Ei%ﬁ% X, ) XSS 12. MANHOLES SITUATED WITHIN AREAS ACCESSIBLE TO MOTOR VEHICLES ARE TO BE FITTED
DESIGN HEAD: 1.1m SWCPMH WITH SUITABLE STRENGTH COVERS AND FRAMES.
DESIGHELON: L8 Ty 13. WHERE DRAINS PASS THROUGH FOUNDATIONS, A FLEXIBLE JOINT SHOULD BE PROVIDED

L 6.438

600mm Dia WITHIN 150mm OF THE FACE OF THE STRUCTURE. WHERE TYPE Z MANHOLES ARE EMPLOYED

OR CONCRETE SURROUND IS ADDED TO OTHER MANHOLES, A ROCKER PIPE OF MAX 600mm IN
LENGTH SHALL BE PROVIDED EITHER SIDE OF THE MANHOLE, LAID AT A SLIGHTLY STEEPER
GRADIENT TO ALLOW FOR SETTLEMENT.

T

CATCHPIT MANHOLE PHIO TO TANKTO |

14. STUB STACKS FITTED WITH AIR ADMITTANCE VALVES MAY BE USED INSTEAD OF SOIL AND VENT
PIPES, SUBJECT TO THE ARCHITECTS APPROVAL (EXCEPT WHERE THE DRAINAGE CONNECTION
EXCEEDS 10m BEFORE CONNECTING WITH ANOTHER VENTILATED DRAIN OR INSPECTION
CHAMBER OR MANHOLE). HEAD OF DRAIN VENT PIPES MUST NOT BE FITTED WITH AIR

IL5.600
600mm Diz

~ o0 ADMITTANCE VALVES.
g2 o sw23
' P b 1 7.200 15. SHALLOW PRIVATE DRAINS MAY REQUIRE PROTECTION USING CONCRETE SURROUND OR
ACO/CHANNEL DRAINS TO DRAIN VIA BYPASS e IL 6,100 PAVING SLABS BRIDGING THE TRENCH SUBJECT TO THE BUILDING INSPECTOR'S

OILINTERCEPTOR TO LIMIT POLLUTION
DRAINED AREA: 7505QM
A i

600mm Dia REQUIREMENTS.

L SW22
SIC () 650
IL 7.000

600mm Dia

16. APPROPRIATE MEASURES (TO BE AGREED WITH THE BUILDING CONTROL SECTION, ARE TO BE
TAKEN TO DISCOURAGE RODENT ENTRY INTO THE PROPERTIES.

ALL EXTERNAL HARDSTANDING, EXCEPT THE
CAR PARK, IS TO BE OF PERMEABLE
CONSTRUCTION AND SELF DRAINING.

\,-‘ INFILTRATION RATES HAVE BEEN MEASURED
< ONSITE TO BE AT LEAST 4.32X10-5m/s

17. WHERE DRAIN RUNS PASS CLOSE TO BUILDINGS OR THEIR INVERT LEVELS ARE BELOW
FOUNDATION LEVEL, THEN THE TRENCHES ARE TO BE BACKFILLED IN ACCORDANCE WITH THE
STANDARD DETAIL PROVIDED.

18. REFERENCE SHOULD BE MADE TO THE STRUCTURAL ENGINEERS DETAILS FOR ALL ASPECTS OF
FOUNDATION DESIGN AND CONSTRUCTION.

19. BEFORE DETERMINING THE AMOUNT OF FACE BRICKWORK TO EACH UNIT, CONSIDERATION
MUST BE GIVEN TO THE PROPOSED FINISHED GROUND LEVELS IN THE VICINITY OF THE
PROPERTY. THE LEVELS SHOWN ON THIS DRAWING HAVE BEEN DESIGNED UPON THE

" SWi4 PARAMETERS SET DOWN IN THE APPROVED DOCUMENT 'M' OF THE BUILDING REGULATIONS

CL8&.300

IL7.093 2000 (2004 EDITION).

C?,rt_hmr_ 20. THE CONTRACTOR IS TO KEEP A RECORD OF ANY VARIATIONS MADE ON SITE, INCLUDING THE
sl RELOCATION OF SEWERS OR DRAINS, SO THAT AN AS CONSTRUCTED DRAWING CAN BE

.DiOT..r(‘fl__"m'iO’j PREPARED UPON COMPLETION OF THE PROJECT.

21. THE CONTRACTOR SHOULD CHECK ALL DIMENSIONS ON SITE.

22. IT IS THE SUBCONTRACTORS RESPONSIBILITY TO ENSURE COMPLIANCE WITH CURRENT

RAINWATER HARVESTING FOR RE-USE IN

/
W 00 BUILDING REGULATIONS AND CODES OF PRACTICE.
RWP 4 =~ 2 C/ 4557 / 600mm Dia
< A catchpit
8.320 SW24 : A/, with inlet from
- (P CL 8.300 vy biotretention
w7 /%\!@\;\.jm@og IL7.280 "wq:, AS LARGE SCALE INFILTRATION IS NOT CONSIDERED
LS s 600mm Diz FEASIBLE AT THIS TIME, A STRATEGY BASED ON
S 728 akh et ATTENUATION AND CONTROLLED DISCHARGE TO
7 C 0 SIS oA s biotre SURFACE WATER SEWER IS PROPOSED. ALL ROOF
ﬂ\{ﬂ‘ ey w2l I RUNOFF AS WELL AS LORRY BAY AND PARK RUNOFF IS
S R g PROPOSED TO BE ROUTED TO AND ATTENUATED BY A
LAY 600mmDia  § GEOCELLULAR TANK UNDERNEATH THE CAR PARKING
C ?5} catchpit y E AREA,
s 3 e i . with outlet to BIORETENTION/RAINGARDEN AREA INREAR = °
SW13 b s MmO R biotretention GARDEN. SUBJECT TO LANDSCAPE | ... - =~
i AN /o eommD i S e RUNOFF FROM THE GEOCELLULAR TANK IS TO BE ——p— .
> O e e e : LIMITED BY A HYDROBRAKE TO A MAXIMUM OF 2l/s e
55 — TR g L \ FOR ALL EVENTS UP TO AND INCLUDING THE 1 IN 100
g ok, RWH | e YEAR +45%CC. SURFACE WATER RUNOFF WILL BE SCOUT ASSOCIATION
> _

DISCHARGE VIA THE EXISTING OFFSITE CONNECTION

S"-]‘n‘l. l 8 Y

= . CL8300 AMENITIY AREAS INTO A PRIVATE SURFACE WATER SEWER BENEATH Project

oA AT ot MARLBOROUGH ROAD. SCOUT STORES, MARLBOROUGH ROAD,
g I _ i FOUL WATER IS TO BE DISCHARGED VIA THE LANCING, BN15 8UG

L7700 e m—— harvesting tank EXISTING FOUL WATER OFFSITE CONNECTION INTO A ———

SRR 8 SOUTHERN WATER FOUL SEWER BENEATH rawing tiie

MARLBOROUGH ROAD

FOUL AND STORM WATER DRAINAGE
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