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GENERAL NOTES

1. The location, size, depth and identification of existing services that may be shown or referred to on this
drawing have been assessed from non intrusive observations , record drawings or the like. The contractor shall
safely carry out intrusive investigations, trial holes or soundings prior to commencing work to satisfy himself that
it is safe to proceed and that the assessments are accurate. any discrepancies shall be notified to Haworth McCall

prior to works commencing.

2. Tender or billing drawings shall not be used for construction or the ordering of materials.

3. Do not scale. All dimensions and levels to be site confirmed.

4, This drawing shall be read in conjunction with all relevant architects, consultants drawings and specifications,

together with H&S plan requirements

5. Copyright : This drawing must not be copied, amended nor reproduced without the prior written agreement of

Haworth McCall.

6. All drawings specifications and recommendations made by Haworth McCall are subject to Local Authority and
other relevant Statutory Authorities approval. Any works or services made abortive due to the client proceeding
prior to these approvals is considered wholly at the Clients risk. Haworth McCall hold no responsibility for resulting

abortive works or costs.

DRAINAGE GENERAL

(i)

(if)

(i)

ALL FOUL AND STORM WATER DRAINS WHICH ARE NOT TO BE ADOPTED
AS PUBLIC SEWERS UNDER A SECTION 104 AGREEMENT MUST BE

CONSTRUCTED IN ACCORDANCE WITH THE BUILDING REGULATIONS, BS
EN 752 AND WHERE APPROPRIATE THE REIEVANT AGREEMENT

iy T T o TCLC Vs TedNooivies

CERTIFICATES.

MANHOLES, GULLIES, GULLY CONNECTIONS, SEWERS AND OTHER
SEWERAGE STRUCTURES INTENDED TO CONVEY SURFACE WATER ARE
TO BE CONSTRUCTED IN ACCORDANCE WITH THE WATER AUTHORITIES
ASSOCIATION SPECIFICATION 'SEWERS FOR ADOPTION' 6TH EDITION
AND RELEVANT COUNCIL DESIGN GUIDE.

ALL CONCRETE USED IN DRAINAGE WORKS TO COMPLY WITH BRE
DIGEST 363 FOR CLASS 2 SULPHATE CONDITIONS.

MANHOLE COVERS AND FRAMES

(i)
(if)

MANHOLE COVERS TO BE CLASS D400 IN HIGHWAYS, CLASS B125 IN
FOOTWAYS AND VERGES, CLASS AL5 IN NON-TRAFFICKED AREAS.
MANHOLE COVER AND FRAME TO BE BEDDED AND SURROUNDED IN 1:3
MORTAR.

MANHOLE RINGS, COVER SLABS & TAPERS

(i)

PRECAST CONCRETE MANHOLE UNITS SHALL COMPLY WITH THE
REQUIREMENTS OF BS 5511, THE RELEVANT ABSORPTION TESTS
REQUIRED SHALL BE CARRIED OUT ON A SAMPLE OF THOSE RINGS AND
SLABS USED UNLESS A CERTIFICATE OF TESTING IS SUPPLIED BY THE
MANUFACTURER. COVER SLABS SITUATED UNDER CARRIAGEWAYS OR
TRAFFICKED AREAS SHALL BE HEAVY DUTY AND THOSE ELSEWHERE
SHALL BE LIGHT DUTY. MANHOLE UNITS SHALL BE COMPLETE WITH
STEP IRONS IF REQUIRED.

PIPES

(i)
(if)

(i)

(iv)
(v}

PLASTIC PIPES SHALL BE OF UNPLASTICISED POLYVINYL CHLORIDE
(UPVC) COMPLYING WITH THE REQUIREMENTS OF BS EN 1401.
CONCRETE PIPES SHALL BE SPUN BY A CENTRIFUGAL PROCESS OR BE
VERTICALLY PRESSED. THEY SHALL POSSESS SELF INVERTING SOCKETS
AND SHALL COMPLY WITH WITH THE REQUIREMENTS OF AND BE
TESTED IN ACCORDANCE WITH BS 5911,

SOLID WALL CONCENTRIC EXTERNAL RIB-REINFORCED UNPLASTICISED
PVC PIPE SHALL COMPLY WITH ASTM AS78.

ALL VITRIFIED CLAY PIPES TO BE IN ACCORDFANCE WITH BS EN 295.

ALL PIPE CONNECTIONS TO MHS AND CATCH PITS TO HAVE MIN 600MM
ROCKER PIPE AS CLOSE AS PRACTICABLE TO CHAMBER WALL.

GULLY GRATES & FRAMES

(i)

GULLY GRATES AND FRAMES FOR CARRIAGEWAY GULLIES SHALL
COMPLY WITH BS EN 142. GULLIES SHALL BE PATTERN GB4-325 FOR
ROADS BELOW 50 DV AND PATTERN GA2-450 FOR ROADS ABOVE 50 DV.
GULLY GRATES AND FRAMES FOR KERB SIDE GULLIES SHALL BE PATTERN
GK-115 FOR ROADS BELOW 50 DV AND GK-165 FOR ROADS ABOVE 50
DV. CURVED BAR GULLY GRATES SHALL BE USED IN ROADS WHERE THE
GRADIENT EXCEEDS 4%.
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