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Outline Landscape Specification: Hard Landscape - Paving, Kerb & Edging System

Asphalt Surface
Location(s):	 Car park
Material:		 Asphalt Concrete (Vehicular Loading):
Product:		 Tarmacadams-surfacing Ltd   Tarmac for School or
			   approved equivalent
Colour:		  Black

Safety Surface 
Location:	 Outdoor gym and equipped play area
Material:		 EPDM rubber crumb or approved equivalent
Product:		 Wet pour EPDM rubber safety surfacing
Colour:		  TBC

Concrete Slab
Location:	 Refuse store, ASHP & condenser enclosure, cycle stand, ramps
Material:		 Reinforced concrete paving (in situ) 
Finish:		  Brushed with smooth edge / mounting areas
Colour:		  Natural

Paving Type 2
Location:	 External dining area
Material:		 Concrete Block Paving
Product:		 Marshalls Modal X Priora or approved equivalent
Dimensions:	 200 x 100 x 60 mm
Laying Pattern:	 Herringbone
Colour:		  Light Cream, Light, Oatmeal (TBC)

Paving Type 3
Location:	 External dining area
Material:		 Concrete Block Paving
Product:		 Marshalls  Atlas Paving
Dimensions:	 200 x 100 x 60 mm
Laying Pattern:	 Stretcher
Colour:		  Atlas Light Grey TBC)

Pre-cast Concrete Edging:
Location(s):	 Playground - edge to planting areas
Manufacturer:	 Marshalls
Product:		 Flat top edging	
Dimensions:	 50 x 150 mm
Colour:		  Natural

Paving Type 1
Location:	 External breakout area
Material:		 Permeable Concrete Block Paving
Product:		 Marshalls Modal X Priora or approved equivalent
Dimensions:	 200 x 100 x 60 mm
Laying Pattern:	 Herringbone
Colour:		  Light, Silver Grey, Mid Grey (TBC)

Paving System: Kerb & Edging System:
Textured Concrete Edging:
Location:	 Edge to concrete block paving
Product:		 Marshalls Conservation X Edging or approved equivalent
Dimensions:	 63 x 150 x 915mm
Colour:		  Silver Grey

Pre-case Concrete Kerb:
Location:	 Concrete kerbs between parking bays and planting beds / 
			   pedestrian path
Product:		 Marshalls HB2 British Standard Kerb
Dimensions:	 125 x 255 mm
Colour:		  Natural
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Outline Landscape Specification: Hard Landscape - Fencing, External Structures, FF&E & Miscellaneous

Type SW-1/2/3: Perimeter Security Fencing & Gates
Material:		 Steel welded mesh anti-climbing security fencing and gates 
			   (358 mesh)
Product:		 CLD Securus
Dimension:	 Type 1 - 2.4m / Type 2 & 3 - 0.4m high
Colour:		  TBC
Note: 		  Fence top to be flat with no projecting wires.

Type DW: Twin-wire Mesh Fencing
Material:		 Double wire steel welded mesh fencing and gates 
Product:		 CLD Dulok Standard
Dimension:	 1.8m high
Colour:		  TBC
Note: 		  Fence top to be flat with no projecting wires.

Fencing & Gates: Cycle Stands:

Seating:

Handrails:

Canopy:

Timber Palisade Round Top Fencing:
Product:		 Jackson Palisade Rounded Pales fencing
Height:		  1.2m above ground 
Dimensions:	 Rounded Top Posts: 100x125x1875mm, 
			   Rails: 50x100x1500mm
Material:		 Jacksons proprietary treated softwood 
Fixing:		  Posts set into concrete pocket foundations

Handrails and Vertical Bar Railings (Balustrade):
Location(s):	 Ramps / Landing
Height: 		  1100mm (combined height for retaining structures)
Material: 	 Galvanised steel
Treatment: 	 Galvanised and polyester powder coated 
Features:	 Flat top, vertical bar, sight gap
Colour:		  Black

Free-standing Duo-pitched Canopy:
Location:	 External dining area
Manufacturer:	 Aura Custom Solutions - Saddle Roof Canopy
Dimensions: 	 6.3 x 10m
Material: 	 Post & frame - Steel & aluminium, Roof - Polycarbonate
			   *concealed rain water pipe inside posts
Fixing:		  Posts set into concrete pocket foundations
Colour:		  RAL 8004 Copper Brown

Sheffield Cycle Stand with Tapping Bar:
Manufacturer:	 Broxap 
Product :	 Sheffield Cycle Stand with Tapping Bar
Dimensions:	 W715mm x H800mm
Finish:		  Galvanised to BS EN ISO 1461 or Stainless steel Grade 304 
Fixing:		  Root Fixed

Sheffield Cycle Stand:
Manufacturer:	 Broxap
Product:		 Sheffield cycle stand
Material:		 Stainless steel
Fixing:		  Anchored to ground
		

Timber Seating:
Product:		 Broxap Belvedere Bench
Dimensions:	 L2000mm x W455mm x H450mm
Material:		 Hardwood
Fixing:		  Baseplated
Frame Finish:	 Black (RAL 9005)

Picnic Bench:
Product:		 Broxap Brompton Picnic Bench
Dimensions:	 L2000mm x W1688mm x H750mm (seat height: 450mm)
Material:		 Hardwood & polyester powder coated steel frame
Colour:		  Black
Fixing:		  Root Fixed

Picnic Bench - Wheelchair Accessible:
Product:		 Broxap Brompton Picnic Bench - Wheelchair Accessible
Dimensions:	 L2000mm x W1240mm x H750mm (seat height: 450mm)
Material:		 Hardwood & polyester powder coated steel frame
Colour:		  Black
Fixing:		  Root Fixed
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Manufacturer: 	 Pentagon Play
Product:		 Basket Swing
Product Code:	 AE-AP-KIN-TS2.4G 
Material:		 High pressure treated ‘play grade’ timber, galvanised and 
			   powder coated steel bracket & chain
Dimensions: 	 L3460mm x W1725mm x H2400mm

Manufacturer: 	 Pentagon Play
Product:		 Sensory Tunnel Light and Sound
Product Code:	 P-IC-SPE-ST/LS 
Material:		 High pressure treated ‘play grade’ timber, striped multiwall 
			   polycarbonate sides & roof, musical chimes, artificial grass 
			   covered wall
Dimensions: 	 L7039mm x W2000mm x H2100mm

Manufacturer: 	 Pentagon Play
Product:		 Forest Log Climber with Climbing Panel
Product Code:	 P-AP-PLA-FLCP
Material:		 High pressure treated ‘play grade’ timber
Dimensions: 	 L2920mm x W2400mm x H1400mm

Manufacturer: 	 Pentagon Play
Product:		 In-Ground Trampoline
Product Code:	 P-IC-SPE-IGT2x2v
Material:		 High pressure treated ‘play grade’ timber
Dimensions: 	 L2000mm x W2000mm
			   (bouncing area size: 1500mm x 1500mm)

Outline Landscape Specification: Hard Landscape - Play Equipment
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Outline Landscape Specification: Soft Landscape

General:
Materials, goods and workmanship shall be the best quality of their respective 
kinds, and those for which there is a British Standard or Code of Practice shall 
comply therewith. Planting shall not include species that are poisonous or have 
thorns. In regard to the timing of Horticultural Works, planting shall be carried 
out between November and March subject to suitable weather conditions. 
Bulbs shall be planted during October. Suitable weather conditions shall 
mean when the ground is moist but not wet and workable. Planting shall be 
suspended during periods of drought, when soil is frost-bound or waterlogged, 
during persistent drying cold winds or during any other conditions unfavourable 
to successful establishment. 
Origin of Plants, Certification and Labelling:
All plants shall have been obtained from a reputable nursery and grown within 
the British Isles for at least one growing season if stock of local provenance is 
not available. The contractor shall provide a Certificate of Local Provenance 
and confirmation that all plants supplied comply with the specification. Plant 
samples shall be approved on site by the Landscape Architect prior to planting. 
In all grass/perennial planting the collection will be tagged with waterproof 
durable labels as specified by the Landscape Architect.
Subsoil
Subsoil to be free of compaction and any physical contamination to 
300-450mm depth.
Topsoil
Imported topsoil for amenity shrub/grass/herbaceous planting areas and 
amenity grass areas to conform with BS3882 (multi-purpose classification, 
soil textural class to B3882 Figure 1: Sandy loam). Topsoil to be free from 
contamination such as subsoil, stone, hardcore, rubbish or material from 
demolition work
Imported topsoil to be minimum consolidated depth of 150mm for all amenity 
grass areas, 450mm depth for amenity / sensory / buffer planting.
The upper 100mm should not contain stones larger than 16mm in one 
dimension. The upper zone of the topsoil profile should also be free of all 
material which could be potentially hazardous to health, and these include, but 
are not limited to glass, ceramics, flint and shale.
Topsoil to be spread and gently firmed in layers, each of 150mm maximum 
depth, to an overall depth after firming and settlement of 400mm for planting 
areas and 150mm for amenity grass.
Peat Free Compost
Documentary evidence of the use of peat free soil materials must be 
supplied from nursery growers and suppliers for plants that are not soil 
grown. Organic composted material must be graded 25mm and free from 
biodegradable material.
Prior to cultivation, compost to be applied at a rate of a 50-75mm thick layer to 
all amenity grass and tree planting areas.
Mulch
The mulch shall comprise matured British conifer bark with an even particle 
size distribution of 15 – 65mm with no dust or fines and less than 5% wood 
content. The mulch shall be matured for 16 weeks and naturally heat treated 
where temperatures have exceeded 50 degrees Celsius for a minimum period 
of 14 continuous days followed by a period of stabilisation. The pH shall be 
between 4.5 and 5.8. The mulch shall be pest, disease and weed free and free 
of Methyl Bromide contamination. Samples will be submitted for consideration 
and approval prior to use on site. Recycled content to be 100% to BS EN 
ISO 14021.
Mulch to be applied to a depth of 75mm minimum to all planting areas following 
planting and at the end of the rectification period.

Planting - general
Condition of all planting to be materially undamaged, sturdy, healthy and 
vigorous Appearance to be of good shape and without elongated shoots. Plant 
stock to be grown in a suitable environment and hardened off prior to planting; 
free from pests, diseases, discoloration, weeds and physiological disorders. 
Root system to be in good condition, balanced with a branch system. 
Plants to be specified and supplied according to The National Plant 
Specification, with species true to name. Name, forms, dimensions, 
provenance and other criteria to be as scheduled and defined in the National 
Plant Specification (available on CS Design Software Limited’s website).
Native plants to be sourced from local provenance. Non-native plants grown in 
the United Kingdom for at least one growing season.
Tree pits in grass or shrub areas: Size and Construction
Pits shall be 600 mm wider than the diameter of the rootball and equal to the 
depth of the rootball. The bottom of the pit shall be slightly raised to the centre, 
and, for clay subsoil only - scarified to 150 mm depth. Tree pit to be square with 
sharp corners and the sides scarified with a fork.
Tree Support System & Accessories
All individual tree planting in soft landscape areas to be appropriately supported 
by long double chestnut staking and iodegradeable jute belting tree tie.
Each tree to include large capacity irrigation system with fixed grid inlet, such 
as GreenBlue Urban. Tree root protection should be considered where new 
trees are planted next to hard surface.
Buffer Planting
All plants shall comply with the National Plant Specification. They shall be well 
grown, bushy, healthy and well established nursery stock of good form, hardy, 
free from defects, furnished with a fibrous root system exactly true to name 
as specified. Hedge plants will be planted in two staggered rows and kept 
regularly clipped at the required height. 
All buffer/hedge transplant/whip plant stock to be protected with water resistant 
plastic-free biodegradeable tree shelter guards.
Amenity Planting
Shrub planting pits to be wide enough to accommodate roots when fully 
spread and 75 mm deeper than root system. Pit base to be loosened to a 
depth of 150mm, incorporating 75mm compost. Plants layout to be random, 
not geometric. Spacing, layout and density to be as shown on detailed planting 
plans and schedules. 
Seeding/Turfing
Growth and development to be healthy, vigorous grass sward, free from the 
visible effects of pests, weeds and disease. Appearance to be a closely knit, 
continuous ground cover of even density, height and colour
Origin of each species to be locally collected (as defined in Flora Locale’s Code 
of practice for collectors, growers and suppliers of native flora).
Amenity grass seed to comply with EC purity and germination regulations.
Wildflower seed to comply with Flora Locale’s ‘Code of practice for collectors, 
growers and suppliers of native flora’.
Maintenance
Watering to be carried out immediately after planting/seeding and as necessary 
to ensure the establishment and continued thriving of all seeding and all types 
of planting.
Any failures of seeding or any types of planting to be replaced during 12 
months defects period; to match size of adjacent or nearby plants of same 
species or match original specification, whichever is the greater. To be made 
good during the next suitable planting season, (including following the end of 
the rectification period if the next suitable planting season is after this period).
After this it becomes often becomes the responsibility of the school / local 

authority. (Time period is subject to the overall contract agreement so await 
further advice on whether time periods need to be extended.
Weed control to adhere to a strict chemical-free management protocol, with 
control methods limited to alternative methods such as mechanical and hand 
removal; and tolerance of some weeds except hazardous weeds or those 
affecting the establishment of adjacent plants. No herbicide or pesticide use 
is permitted on the school site, with the sole exception of any species listed 
on Schedule 9, Part II of the Wildlife and Countryside Act 1981 if they are 
undergoing specialist control management - any such areas to be protected 
from access by site users.
Seeded areas to be cut as applicable to the type of seeding to 
ensure establishment.
Except where stipulated in Arboricultural documentation, existing trees to 
be managed on a sympathetic regime based upon non-intervention, except 
for mitigation of Health and Safety risks. Existing trees should not be pruned 
unsympathetically which can result in risk to tree health / longevity / safety.
A full and comprehensive maintenance schedule is to be prepared for all 
existing and proposed landscape areas (to include applicable training), to be 
handed over to the School Operator upon handover.
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Trees

Indicative Planting Species List

Hedge Planting Buffer Planting
Size:		  Selected Standard
Girth:		  10-12cm
Height:	 3.0-3.5cm
Clearstem:	 175-200cm
Root:		  Rootball

Native Hedge Specimen:
6no. hedgerow plants per linear meter in a double 
staggered row

Specimen Shrubs:
Planted in single species groups of 1-3 no.
3-5L Containers

Acer campestre (Field Maple)
Alnus glutinosa (Common Alder)

Acer campestre (Field Maple)
Corylus avellana (Common Hazel)
Cornus sanguinea (Dogwood)
Fagus sylvatica (Common Beech)

Abelia × grandiflora ‘Kaleidoscope’
Choisya ternata
Cornus sanguinea ‘ Midwinter Fire’
Genista lydia
Hebe ‘Midsummer Beauty’
Lavandula angustifolia ‘Hidcote’
Philadelphus ‘Snowbelle’
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Amenity Grass

Indicative Planting Species List

Sensory / Amenity Planting
Germinal A36 Climate Smart - Loamy and Clay 
or equivalent
Seed @ 50g/m2 or Turf

Ornamental Grasses, Herbaceous Perrennial & Ferns:
Planted in single species groups of 3-5 no.
2-3L Containers

Lolium perenne
Festuca arundinacea
Cynosurus cristatus
Festuca rubra rubra
Phleum bertolonii
Trifolium repens
Medicago lupulina
Plantago lanceolata
Achillea millefolium
Centaurea nigra
Rhinanthus minor

Calamagrostis × acutiflora ‘Karl Foerster’
Carex morrowii ‘Ice Dance’
Miscanthus sinensis ‘Kleine Fontäne’
Stipa tenuissima

Echinacea purpurea ‘Magnus’
Helenium ‘Moerheium Beauty’
Phlomis russeliana
Salvia officinalis ‘Purpurascens’
Verbena bonariensis

Hosta ‘Blue Mouse Ears’
Polystichum aculeatum

Silene latifolia
Silene dioica
Centaurea cyanus
Glebionis segetum
Agrostemma githago
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Outline Landscape Specification: Standards and Requirements

The contractor is required to take responsibility for: design, coordination; fulfillment of the project brief; delivery of 
and conformance with the contract; compliance with applicable design guides, standards, regulations, laws, policies.

Standards

The project is expected to be carried out with due regard to applicable British Standards relevant to the type of 
project, construction and materials. (The standards listed below are not exhaustive and the latest publication applies 
where any standard is superceded).

BS 8300 2018 Design of an accessible and inclusive built environment; Part 1: External environment — Code 
of practice

BS EN 1177:2008 Impact attenuating playground surfacing. Determination of critical fall height
BS 7188:1998+A2:2009 Impact absorbing playground surfacing. Performance requirements and test methods

BS 1722-9 - Fences Part 9: Specification for mild steel fences with round or square verticals and flat horizontals
BS EN 13438 Paints and varnishes - Powder organic coatings for hot dip galvanised or sherardised steel products

BS 7533 Block pavements / Flag pavements
BS EN 1338 2006 - Concrete paving blocks
BS EN 1340 2003 Concrete kerb units
BS EN 13108-7-2006 - Porous Asphalt
BS EN 13198 2003 - Precast Concrete
BS EN 12591 2009 Bitumen and bituminous binders - Specifications for paving grade bitumens
BS EN 12271 2006 Surface dressing - Requirements
BS 594987 2015 Asphalt for roads and other paved areas

BS 3882 2015 Specification for topsoil
BS ISO 11277 Soil quality - Determination of particle size distribution in mineral soil material
BS 3998 2010 Tree Work - Recommendations
BS 3936-1 - Nursery stock Part 1 Specification for trees and shrubs
BS 3936-9 - Nursery Stock Part 9 Specification for Bulbs, Corms, and Tubers
BS 3936-10 - Nursery stock Part 10 Specification for ground cover plants
BS 4428-1989 R2016 Code of practice for general landscape operations
BS 5837 2012 Trees in relation to design, demolition & construciton
BS 8545 2014 Trees from nursery to independence in the landscape – Recommendations
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